Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 7M1M4 714114 | Difference | 71213 | £ | 73y | PerCEMt | g4 | 723 | ROrCet
hange Change Change
Refiner Net Production
Finished Motor Gasoline’ .................. 1,915 2,040 -125 2,370 -19.2 2,232 -14.2 2,013 2,384 -15.6
East Coast (PADD 1) .. 104 136 -33 93 111 147 -29.8 103 86 20.5
Midwest (PADD 2) .... 570 647 =77 802 -29.0 705 -19.1 593 816 -27.4
Gulf Coast (PADD 3) ... 791 836 -45 942 -16.1 880 -10.1 868 950 -8.7
Rocky Mountain (PADD 4) .... 223 211 12 260 -14.3 243 -8.3 218 233 -6.3
West Coast (PADD 5) ... 228 209 18 272 -16.3 256 -11.2 230 299 -23.0
Reformulated ................. 54 56 -2 74 -27.3 103 -47.6 57 77 -25.3
Blended with Ethanol 54 56 -2 74 -27.3 87 -38.0 57 77 -25.3
Other 0 0 0 0 - 16 -100.0 0 0 -
Conventional 1,861 1,984 -123 2,295 -18.9 2,129 -12.6 1,955 2,308 -15.3
Blended with Ethanol 362 381 -19 387 -6.5 373 -3.0 381 410 -7.2
Ed55 and Lower ..... 362 381 -19 387 -6.5 373 -3.0 380 410 7.2
Greater than Ed55 . 0 0 0 0 25.8 0 25.8 0 0 25.8
Other .... 1,499 1,603 -104 1,908 -21.4 1,756 -14.6 1,575 1,897 -17.0
Distillate Fuel Oil .. 5,123 5,016 107 5,063 1.2 4,737 8.1 4,979 4,910 1.4
15 ppm sulfur and Under . 4,712 4,607 104 4,733 -0.4 4,209 12.0 4,603 4,578 0.6
> 15 ppm to 500 ppm sulfur . 111 191 -79 107 3.9 226 -50.7 133 127 4.0
> 500 ppm sulfur .. 301 218 82 224 344 303 -0.9 243 205 18.4
Kerosene ................. 22 27 -5 2 1,254.6 0 -7,138.7 26 7 271.9
Kerosene-Type Jet Fuel . 1,638 1,595 44 1,528 7.2 1,578 3.8 1,556 1,569 -0.8
Residual Fuel Oil 418 421 -3 466 -10.3 516 -19.1 425 470 -9.6
Blender Net Production

Finished Motor Gasoline' ... 7,860 8,033 -173 6,597 19.1 6,481 21.3 8,023 6,907 16.2
East Coast (PADD 1) 2,992 3,040 -48 2,821 6.1 2,718 10.1 3,057 2,926 45
Midwest (PADD 2) 2,077 2,231 -154 1,398 48.6 1,463 42.0 2,162 1,508 433
Gulf Coast (PADD 3) ... 1,278 1,252 26 1,041 22.7 981 30.2 1,273 1,100 15.8
Rocky Mountain (PADD 4) . 134 135 -2 58 130.5 64 109.0 136 59 131.1
West Coast (PADD 5) 1,380 1,375 5 1,279 7.9 1,255 10.0 1,395 1,315 6.1
Reformulated 2,951 3,041 -90 2,909 1.4 2,867 29 3,040 3,003 1.2
Blended with Ethanol 2,951 3,041 -90 2,909 1.4 2,867 29 3,040 3,003 1.2
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 4,909 4,992 -83 3,688 33.1 3,614 35.8 4,983 3,905 27.6
Blended with Ethanol 5,154 5,393 -239 4,933 45 5,010 29 5,303 5,144 3.1
Ed55 and Lower ..... 5,151 5,390 -239 4,931 45 5,008 29 5,300 5,143 3.1
Greater than Ed55 . 3 2 0 2 63.5 2 51.5 2 2 43.1
Other .............. -244 -400 156 -1,245 -80.4 -1,396 -82.5 -319 -1,240 -74.2
Distillate Fuel Oil ..... 49 40 9 16 200.2 26 90.0 43 46 -5.4
15 ppm sulfur and Under . 38 38 0 27 40.1 9 338.8 39 23 69.8
> 15 ppm to 500 ppm sulfur . 5 10 -5 8 -34.8 4 38.6 8 21 -61.0
> 500 ppm sulfur .. 5 -9 14 -19 -127.5 13 -59.9 -3 2 -241.3
Kerosene ... -8 0 -8 1 -800.5 0 -11,367.6 -2 0 -814.3
Kerosene-Typ u 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.

Weekly Petroleum Status Report/Energy Information Administration



